Kawasaki

Let the good times roll

MULE PRO-MX

24 months warranty

Prices are exclusive of VAT and Delivery,
includes EASI

To find out more about our ATV & MULE range, visit: www.kawasaki.co.uk

SPECIFICATIONS

Engine type - 695cc liquid-cooled, 4-stroke single Suspension, front - Type: Double Wishbone
Maximum power - 32.8 kW {45 PS} @ 6,000 rpm Suspension, rear - Type: Double Wishbone
Maximum torque - 57.6 N°m {5.8 kgf*m} @ 5,000 rpm Frame type - Ladder type, tubular steel
Transmission - CVT, 2 speed auto, reverse Final Drive - Shaft 2WD/4WD

Curb Mass - 719 kg Dimensions (LxWxH) - 2,795 x 1,525 x 1,890 mm
Brakes, front - Dual 186 mm discs Wheelbase - 2,005 mm

Brakes, rear - Dual 174 mm discs Ground Clearance - 270 mm

Starting system - Electric Fuel capacity - 36 litres

Fuel system - Fuel injection: @44 mm x 1 throttle body Seat height - 850 mm

Ignition - Magneto & transistor

EASI SAFETY TRAINING AVAILABLE WITH THE PURCHASE OF A
KAWASAKI MULE OR UTILITY VEHICLE

European ATV Safety Institute .

EASI




